
LBH1790SS

SPECIFICATIONS

Control box

MC603   S

Model name
Application
Lubrication
Max. sewing speed
Size of cloth cutting knife
Buttonhole length
Needle thread tension
Needle (at the time of delivery)

Lift of the work clamp

Auto-lifter
Needle throwing system
Cloth feeding system
Cloth cutting knife system
Number of standard patterns
Number of patterns that 
can be input
Machine head drive system
Power requirement / 
Power consumption
Weight

LBH-1790SS
Standard

Semi-dry head (Hook : minute-quantity lubrication)
4,200sti/min (at the time of delivery : 3,600sti/min*)

6.4~31.8mm (1/4"~1-1/4")
Max. 41mm

Active tension (solenoid)
DP×5 (#11J) #11J~#14J

14mm 
(17mm when the reverse-rotation needle-up function is used)

Provided as standard (stepping motor type)
Stepping motor
Stepping motor

Motor-driven clamp system
31 patterns

Max. 99 patterns

Compact AC servomotor (direct-drive system)

Single-phase 200～240V / 370VA

Machine head (include motor) 55kg, Control box 5.5kg
＊“sti/min”stands for “Stitches per Minute”

Quietness of the sewing machine during sewing is ensured by the direct-drive motor.

The work clamp foot lifting height can be set as desired. The work clamp foot can be lifted as high as to 
17 mm by the use of the reverse-rotation needle-up function.

Handling and placement of the sewing product is further improved by installing the auxiliary table 
(supplied as standard with the sewing machine). 
In addition, the needle enters the center of the bed, contributing to easier positioning of the sewing product.

Auxiliary table

Operability that promises ease of use

17mm

Machine head

CodeApplication
0Standard

CodeType
SStandard

WHEN YOU PLACE ORDERS
Please note when placing orders, that the model 
name should be written as follows:

CodePower supply
K
N
U200V～240V (For China)

200V～240V (For CE)
200V～240V

Single-phase

To order, please contact your nearest JUKI distributor.

NOVEMBER, 2018 Printed in Japan(TN)

SEWING MACHINERY & SYSTEMS BUSINESS UNIT

2-11-1, TSURUMAKI, TAMA-SHI,
TOKYO 206-8551, JAPAN
PHONE : (81) 42-357-2370
FAX : (81) 42-357-2274
http://www.juki.com

Specifications and appearance are subject to change without prior notice for improvement.
Read the instruction manual before putting the machine into service to ensure safety.
This catalogue prints with environment-friendly soyink on recycle paper.

Registered Organization :
The Scope of the Registration : The activities of research, 
development, design, sales, distribution, and maintenance 
services of industrial sewing machines, household sewing 
machines and industrial robots, etc., including sales and 
maintenance services of data entry systems.

Head Office

For details of JUKI ECO PRODUCTS, refer to: http://www.juki.co.jp/eco_e/index.html

JUKI ECO  PRODUCTS The LBH-1790S is an eco-friendly product which complies with JUKI ECO PRODUCTS standards for protecting the environment.

The sewing machine complies with the "Juki Group Green Procurement Guidelines" on the use of hazardous substances,
which is stricter than other restrictions, such as those of the RoHS Directive.

The RoHS Directive is an EU Directive limiting the use of 6 hazardous substances (lead, hexavalent chromium, mercury, cadmium, PBB and PBDE) in electrical and electronic equipment.
The Juki Green Procurement Guideline is the voluntarily established criteria to eliminate not only the aforementioned six substances, but also other ones which also adversely affect the environment.

CodeOperation panel

SStandard

LBH-1790S

LED light

LBH-1790S
Macchina Asolatrice Elettronica Computerizzata, Alta Velocità

LBH-1790S
Macchina Asolatrice Elettronica Computerizzata, Alta Velocità

Good Value Models with JUKI Quality
and Friendly to Operators



La macchina da cucire JUKI Simple Series 
LBH-1790S è stata progettata per un facile 
utilizzo rispettando lo standard qualitativo 
JUKI. 
Inoltre supporta l'operatore con una guida 
vocale fornendo all'operatore un supporto 
alla produzione.

LBH-1790S

La tensione del filo dell’ago può essere regolate 
separatamente come le due sezioni parallele e le 
due sezioni delle travette  per mezzo del pannello 
di controllo. Si possono memorizzare in accordo 
con le varie condizioni di cucitura (tipo di filo, 
tipo di materiale, e velocità di cucitura).

La tensione del filo dell'ago può essere cambiata 
in modo uniforme nella sezione parallela e nella 
sezione della travetta, producendo un asola di 
alta qualità.

La tensione del filo dell'ago all'inizio e alla fine 
dell'asola può essere impostata separatamente. 
Questo previene la sfilatura dell’ago all'inizio della 
cucitura e lo sfilacciamento alla fine dell'asola.

Tensione attiva 
(Controllo elettronico della tensione filo)

As many as 31 different buttonholing shapes are provided as standard.

Speaker

Setting of functions such as the pattern 
number and the needle thread tension can 
be entered through the operation panel 
with ease. It is also possible to easily 
change the distance between buttonholes 
by means of the enlargement / reduction 
function.

Voice guidance for the operator
This sewing machine is provided as standard with the voice-guidance system with 
clock function. 
The voice guidance can be used for the purpose of production support such as 
giving the operator information about the number of pieces produced, work 
progress management and the operation rate of sewing machine, though the initial 
setting is required.

The operation panel is provided as 
standard with a USB port. This means that 
the sewing machine data management 
and software updating can be carried out 
with ease by means of the USB port. 

USBポート

USB port

Standard operation panel (new model)

Punto di imbastitura su materiali elastici

Affinchè il filo dell’ago possa cucire senza difetto, non deve uscire
dalla sagoma della cucitura dell’asola. Il punto di imbastitura
può essere fatto per nove volte. 

Punto di imbastitura     Senza imbastitura        Con imbastitura
(Nel momento in cui il tessuto viene tirato
nel senso longitudinale, dopo l’usura)

Il punto di imbastitura è efficace su tessuti elastici 
come maglieria.

Sistema taglio multiplo
Grazie alla funzione del taglio multiplo Juki, non si 
perde tempo per la sostituzione del coltello, quando si 
cambia la misura dell’asola. Nel caso di produzione di 
piccoli lotti dove sono frequenti il cambio della misura 
dell’asola o quando si utilizza un ciclo programmato 
con diversi modelli di asole che hanno differenti 
misure. In questo caso il numero delle volte che 
sciende il coltello taglia asole viene automaticamente 
inpostato in base alla dimensione dell’asola.

Maggiore produttività
Questa macchina diminuisce il tempo del ciclo di cucitura con i miglioramenti apportati come la velocità 
massima di cucitura di 4.200 p/min, l’accelerazione all'inizio della cucitura e la rapida decelerazione alla fine 
della cucitura, incremento della velocità di taglio del filo e del sollevamento del piedino premistoffa.

Tutti i meccanismi sono controllati 
elettronicamente 
Il controllo elettronico viene adottato per il 
sollevamento del piedino, per azionare i rasafili del 
filo ago e della bobina, per regolare la pressione del 
piedino, per azionare il meccanismo del taglio del 
tessuto cosi da assicurare delle cucitura uniformi con 
un'elevata qualità delle asole e contemporanemente 
una riduzione della rumorosità.

Facilità d’impostazione delle regolazioni 
Per passare dalla cucitura con punto in rilievo al 
punto battuto e tra la cucitura singola e la cucitura 
doppia può essere effettuato con facilità.

La qualità consolidata JUKI con delle funzioni semplificate

As may as 99 different sewing patterns can be stored in memory. 
The sewing patterns that are stored in memory can be selected as desired through the operation panel.
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JUKI Simple Series sewing machine 
LBH-1790S has been designed to have 
simplified and narrowed down capabilities 
that are essentially required to produce 
JUKI's established seam quality. 
In addition, it supports the operator with the 
voice guidance system to improve work 
efficiency. 

LBH-1790S

The needle thread tension can be separately 
set for the parallel section and bartacking 
section of the buttonhole seam according to 
various sewing conditions (thread, material, 
sewing speed, etc.) given, and those setting 
data can be stored in memory. 
The needle thread tension can be changed 
over at the parallel and bartacking section of 
the buttonhole seam without fail, thereby 
producing beautifully-finished buttonhole 
stitch shape.
The needle thread tension to be employed at 
the beginning and end of sewing can be set 
individually. This helps prevent slip-off of the 
thread at the beginning of sewing and unravel 
of the finished seam.

Active tension 
(electronic thread tension control mechanism)

La macchina è provvista standard di 31 diverse forme di asole.

Speaker

L'impostazione del modello di asola e della 
tensione del filo dell'ago può essere inserita 
facilmente attraverso il pannello operativo. È 
anche possibile modificare facilmente la 
distanza del taglio dell’asola con la funzione 
ingrandimento / riduzione.

Guida vocale per l'operatore
Questa macchina da cucire viene fornita di serie con la  guida vocale ed un orologio.
La guida vocale può essere utilizzata ai fini del supporto alla produzione, ad esempio 
fornendo all'operatore informazioni sui dati della produttività aggiornato con lo stato di 
avanzamento del lavoro, sebbene sia necessario inserire inizialmente l’impostazione.

Il pannello operativo è fornito di serie con una 
porta USB. Ciò significa che la gestione dei 
dati della macchina per cucire e 
l'aggiornamento del software possono essere 
eseguiti facilmente tramite la porta USB.

USBポート

USB port

Pannello operativo standard (nuovo modello)

Easy changeover of sewing settings

Basting stitch on elastic materials

Multiple-times knife dropping

Basting stitch : Since the needle thread is tucked in 
without fail, it will never jut out of the 
buttonhole seams. Basting stitch can be 
sewn by nine rounds.

Basting stitchWithout basting stitch With basting stitch
(The state in which the material is stretched 
in the lengthwise direction after buttonholing)

The basting stitch is effective on elastic 
materials such as knits.

Thanks to JUKI's unique multiple-times knife 
dropping function, the knife replacement is no 
longer required even when the buttonholing 
size is changed. In the case of small-lot 
production, frequent change in the sewing size 
and / or sewing of different cycle sewing 
patterns with different sewing sizes are 
required. In such a case, the number of times to 
drop the cloth trimming knife are automatically 
set according to the buttonholing size.

This sewing machine achieves higher productivity with its improved capabilities such as the 
maximum sewing speed of 4,200 sti/min, quick acceleration at the beginning of sewing and quick 
deceleration at the end of sewing, increased thread trimming speed and the auto-lifter performance.

Higher productivity

The electric-driven mechanism has been 
adopted for the work clamp foot lifter, needle / 
bobbin thread trimmers,  work clamp foot 
pressure regulator, cloth trimming knife and 
thread tension controllers, thereby ensuring 
stable sewing that produces 
beautiful seams with less operating noise.

Main functions driven electrically

Changeover between purl stitching and whip 
stitching and between single stitching and 
double stitching can be carried out with ease.

JUKI's established quality is achieved with simplified functions

La macchina è in grado di memorizzare 99 diversi modelli di asole che possono essere selezionati dal pannello di 
controllo.
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LBH1790SS

SPECIFICHE

Control box

MC603    S

Modello
Applicazione
Sistema di lubrificazione
Max. velocità di cucitura
Misura del taglio coltello
Lunghezza dell’asola
Tensione filo ago
Ago (al momento della consegna)

Sollevamento della pinza 

Alzata piedino

Sistema di spostamento ago
Sistema spostam. del tessuto
Sistema di controllo del taglio
Numero di modelli standard
Numero di prog. che si 
possono immettere
Motore macchina

Consumo energia

Peso

LBH-1790SS
Standard

Testa semi-secca (Crochet:lubr. con quantità min. di olio)

4.200 p/min (alla consegna: : 3.600 p/min*)
6.4~31.8 mm (1/4"~1-1/4")

Max. 41 mm
Tensione attiva (tensione del filo con  controllo da magnete)

DP×5 (#11J) #11J~#14J
14 mm. 

(17 mm. con funzione di inversione posizione ago attivata)

Incluso con motore passo-passo
Controllato da motore passo-passo

Ad intermittenza con trasporto con motore passo-passo

Azionato da motore passo-passo

31 modelli

Max. 99 modelli

Compact AC servomotor (motore diretto)

Single-phase 200～240V / 370VA

Testa macchina (incluso motore) 55 kg, Control box 5.5 kg
✽ “pi/min” equivale a Punti al minuto

La trasmissione garantita dal motore diretto (direct-drive) elimina la rumorosità durante la cucitura.

Il piedino premistoffa si può regolare in altezza come si desidera. Il massimo dell'alzata della pinza è di 17 mm 
utilizzando l'inversione del senso di rotazione per sollevare al massimo l'ago.

Installando il piano ausiliario (standard negli accessori) il tessuto può essere posizionato facilmente sul piano macchina. 
In aggiunta la posizione centrale dell’ago, permette un migliore posizionamento del semilavorato.

Piano ausiliario

Miglioramenti per un facile utilizzo

17mm

Testa Macchina

CodeApplication
0Standard

CodeType
SStandard

QUANDO SI INOLTRA UN ORDINE 
La classe esatta della macchina si forma 
seguendo la tabella sotto riportata:

CodePower supply
K
N
U200V～240V (For China)

200V～240V (For CE)
200V～240V

Single-phase

CodeOperation panel

SStandard

LBH-1790S

LED light

LBH-1790S
Computer-controlled, High-speed, Buttonholing Machine

LBH-1790S
Computer-controlled, High-speed, Buttonholing Machine

Good Value Models with JUKI Quality
and Friendly to Operators
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PRODOTTI JUKI ECO La macchina LBH-1790S è un prodotto conforme agli standard JUKI ECO PRODUCTS per la salvaguardia ambientale.

a macchina da cucire è conforme alle linee guida "Juki Group Green Procurement Guidelines" sull'utilizzo di sostanze 
pericolose, più rigorose rispetto ad altre restrizioni, ad esempio quelle previste dalle direttive RoHS Directive. 
Per ulteriori dettagli su JUKI ECO PRODUCTS, consultare il sito: http://www.juki.co.jp/eco_e/index.html

La Direttiva RoHS è una Direttiva EU che limita l'uso di 6 sostanze pericolose (piombo, cromo esavalente, mercurio, cadmio, PBB e PBDE) nelle apparecchiature elettriche ed elettroniche. Le linee 
guida Juki Green Procurement intendono eliminare non solo le sei suddette sostanze, ma anche tutte le altre sostanze considerate dannose per l'ambiente.

JUKI ITALIA SPA  
Via Bergamo 4 ● 20020 Lainate (MI) ● ITALY  
Tel: +(39) 02-937-579.1 ● Fax: +(39) 02-935-70164
www.juki.it  ●  e-mail: info@juki.it  




